MILLINGTON, TENNESSEE

SE-1, 25 MAR 2021 to 22 APR 2021
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v Baro-VNAV NA when using Millington Rgnl Jetport altimeter setting. For uncompensated
Baro-VNAV systems, LNAV/VNAV NA below -15°C (5°F) or above 42°C (107°F). Ll
ANA R /DME RNP-0.3 NA. VP NA with Millington Rgnl Jetport altimeter setfing. g’gg%‘zgr’:ng?éocﬂ gmf’o}g
When local altimeter setting not received, use Millington Rgnl Jetport altimeter setting and continue dlimb-in-hold to 3000.
increase all DA 24 feet; increase all MDA 40 feet and LNAV Cat C visibility % mile. :
Rwy 36 helicopter visibility reduction below % SM NA.
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CATEGORY A | B | c D
LPV DA 586-1 340 (400-1) NA 36U ®
\L/':l%/ DA 689-13% 443 (500-1%) NA 36
680-1%%
LNAV MDA 680-1 434 (500-1) 434 (500.T4) NA ~ o051
740-1 780-1 860-13% MIRL Rwy 18-36 RW36
CRCUNG | 493 (500-1) | 533(600-1) | 613 (700-1%) NA REIL Rwys 18 and 36
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